
After 10 sec 

Indicator is On 

After 10 sec 

indicator is Off 

Indicator stays 

On & Off 

Indicator turns On & Off 

within a range of ± 2°F 

of room temperature 

*Before test, check if load is working properly. 

Output On Output Off Output On 

Output Off Output On Output Off 

After 10 sec 

Indicator is Off 
After 10 sec 

Indicator is On 

Output On 

Output 

Off 

Indicator turns On & Off 

within a range of ± 10°F of 

room temperature 

Indicator stays 

On & Off 

Indicator & load 

are Off 

Indicator & load 

are On 

Indicator & load 

are Off 

Indicator & load 

are On 
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Quick Troubleshooting Chart 
 

Product Model: TP2 

BEFORE YOU START: 

• Perform test in a bright room 

• Perform test in a room where the temperature is between 18°C - 24°C 

• You will need a load to plug into UNIT* 

• Turn both knob to Max 

Plug UNIT 

Turn upper knob 

to Min 

Turn upper knob 

to Max 

Within 5 sec, turn 

bottom knob to 

Min and the upper

knob to Min 

Rotate slowly 

upper knob to 

Max 

Until the indicator 

turns Off 

Turn upper knob to 

Max 

Plug load into 

UNIT 

DEFINITIONS : 

Min : Top knob at 55°F or below & Bottom knob at 4°F or below 

Max : Top Knob at 95°F or above & Bottom knob at 20°F or above 

Indicator : Output ON Light Indicator 

Uncover photocell & 

wait 10 sec 

Turn upper knob 

slowly in both 

directions 

 

Turn bottom knob 

to 4°F 

Turn upper knob 

slowly in both 

directions 

 

 

 

 

 

Product  

Correct 

 

Turn upper knob to Min 
Turn bottom knob to 

adjust differential to 20°F 

Verify that the temperature 

is corresponding to the 

ambient room temperature 

Cover photocell 

with hand palm & 

wait 10 sec 
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Defective 

 

Product 

Defective 

 

Product 

Defective 

 

Product 

Defective 

 

Product 

Defective 

 

Product 

Defective 

 

Product 

Defective 
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